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Director Z4 Hardware Manual – Addendum
Installing SIM Card and Configuring GSM/HSPA Modem
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Step 1:
Remove power and all connectors from the front panel of the Director Z4.
Remove the rubber end cap and the five mounting screws from the front faceplate.

Step 2:
Gently slide the Director out of its enclosure about 5 inches (127 mm) to expose the SIM card slot.  Do not remove the processor entirely from the enclosure.

Step 3:
Fully insert the SIM card into the SIM card slot, with the metal contacts facing down and the angled edge facing out.

















Step 4:

Gently slide the Director back into its enclosure and carefully replace the five mounting screws to avoid over-tightening. 
Replace the rubber end cap and all front panel connectors.



Step 5:
The Director Z4 needs to be configured using the ACE program (see the Director Configuration Manual).  The configuration should include the Cell Modem object – for the GSM/HSPA modem, the following properties are particularly important:
	PPP IP
Subnet Mask
	Use 0.0.0.0 for automatic (DHCP), or configure a static IP and subnet mask.

	Modem Type
	Select “HE910 (GSM) Elecsys Internal”.

	Connect String
	Enter “ATD*99***1#”.

	APN
	Enter APN appropriate for the cellular activation.

	Authentication Mode
Auth User Name
Auth Password
	Select Disabled, PAP, or CHAP appropriate for the cellular activation, and if using authentication enter the account username and password.



A typical GSM modem configuration is shown below:
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